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Top Product Features

Metalux

Achieva™ Selectable Center Basket
NUV (Canada Only)

Achieva™ Selectable Lumens and CCT Troffer
1x4 / 2x2 / 2x4

Typical Applications

Offices + Education « Healthcare * Retail

Product Certification

CERTIFIED I @ !Ag

Product Features

WaveLinx W-veLinx 6
LITE PRO .
= = damp location

+ Selectable lumens (low/medium/high) and CCT (3500K/4000K/5000K) for use in a variety of applications

and stock simplicity

+ Shallow plenum - 1.5” depth fits the most challenging spaces

+ 0-10V dimming to 5% standard with 120-347V NUV driver

+ Fully assembled integrated driver without exposed wires in the plenum

+ WaveLinx and Flex options available

+ Integrated grid clips with holes to enable secure attachment to the grid where required
« Matches Achieva Surface for one family look across a space

Achieva pimensions

(Full Dimensions on Page 3)
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Ceiling Compatibility

G G G Ceiling Trim

Grid/Lay-in Concealed T Slot Grid Type Type

Standard Exposed Grid Standard
Concealed T Standard
Slot Grid Standard

Sy Anvianva

Flange

*See Drywall Frame Kit Accessory
in Ordering Information Section

23-5/8" [602mm]

See page 4 for Junction Box
details for ARS

,’) additional

product diagrams
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Metalux Achieva Selectable Troffer

AN L0\

selectable Jl seleCCTable

g, Achieva ordering Information/Performance

Default CCT/Lumen Setting: 4000K / Med Power

Glare Performance

Delivered
Lumen Nominal Efficacy Max
Catalog Number Setting Lumens (Im/W) Luminance
3500K 80 3436 24.6 140 19.0 1717
Low 4000K 80 3581 241 149 19.2 1790
5000K 80 3597 249 144 19.2 1798
3500K 80 4610 34.2 134 20.0 2304
2x4 24ARS-L3C3-NUV Medium 4000K 80 4816 332 145 20.2 2407
5000K 80 4749 343 138 20.2 2374
3500K 80 5887 45.9 128 20.9 2942
High 4000K 80 6202 442 140 211 3100
5000K 80 6078 46.3 131 21.0 2998
3500K 80 2766 20.5 135 20.5 2519
Low 4000K 80 2859 20.0 142 20.6 2604
5000K 80 2841 20.7 137 20.6 2587
3500K 80 3578 27.4 130 21.4 3259
2x2 22ARS-L3C3-NUV Medium 4000K 80 3728 26.5 140 21.6 3395
5000K 80 3648 27.5 133 215 3323
3500K 80 4458 35.0 127 22.1 4060
High 4000K 80 4721 33.8 140 22.3 4300
5000K 80 4593 35.5 129 22.3 4183
3500K 80 2810 20.3 138 20.2 3103
Low 4000K 80 2910 19.9 146 20.4 3213
5000K 80 2893 20.5 141 20.3 3195
3500K 80 3657 27.2 134 211 4039
x4 T4ARS-L3C3-NUV Medium 4000K 80 3799 26.4 144 21.3 4184
5000K 80 3733 27.3 136 21.2 4122
3500K 80 4793 35.2 136 22.2 5293
High 4000K 80 5036 339 148 22.3 5561
5000K 80 4875 354 138 22.2 5383
Notes: Key
(1) UGR values per CIE 190:2010 with 4H, 8H, Reflectance: 70% Ceiling,
50% Wall, 20% Ref. Plane. Meets WELL v2

Luminance measured at 45-90 degrees from nadir.

UGR and Luminance values that meet WELL v2 L04 requirements for Managing
Glare are shown with green highlighted cell (UGR < 16, Luminance < 6,000).

UGR and Luminance values that meet LEED v4.1 requirements for Glare Control are shown with green text (UGR < 19, Luminance < 7,000).

TEXT Meets LEED v4.1
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Metalux

Achieva Selectable Troffer

Achieva Options
Catalog

A3/8-5/18GDIM

Description

6' Length, 3/8" Cable, 3 Wire, 3 Dimming Leads, Ground

Example

24ARS-L3C3-UNV-A3/8-5/18GDIM

Notes

WLS

WaveLinx LITE Wireless Integrated Sensor

22ARS-L3C3-UNV-WLS

Sensor Integrated into end cap

WPS

WaveLinx PRO Wireless Integrated Sensor

24ARS-L3C3-UNV-WPS

Sensor Integrated into end cap

*Sensor option for 120-277V applications only. UNV model will be used and shipped out of the USA. Please use UNV catalog logic as shown in table above.

Accessories (order separately)

DF-14W-U=1" x 4' Drywall Frame Kit
DF-22W-U=2" x 2' Drywall Frame Kit

DF-24W-U=2" x 4' Drywall Frame Kit
SMK-14-W=4" Tall Surface Mount Kit, 1' x 4'

Achieva Shipping Data
Fixture Fixture Fixtures Pallet Pallet
Net Gross per QTY QTY
Weight | Weight Fixture Dimension Carton Dimension Carton | (Cartons) | (Fixtures)
2'x2 6.8 Ibs. 9 Ibs. 23.7"Lx1.8"Wx23.7"H 257"Lx2.8"Wx26.2"H 1 54
2'x 4 11.31Ibs. | 15.81bs. | 47.7"Lx1.8"Wx23.7"H 50.4"L x2.8"Wx26"H 1 27 27
1x4 7 lbs. 10.21bs. | 47.7"Lx1.8"Wx11.7"H 50.4"Lx2.8"Wx15.2"H 1 27 27

SMK-22-W=4" Tall Surface Mount Kit, 2' x 2'
SMK-24-W=4" Tall Surface Mount Kit, 2' x 4'

Photometric Data

1710 ———
1283 ———

14ARS-L3C3-NUV-4000K-HI

Electronic Driver
Linear LED 4000K

20°

o 10°

45-deg 90-deg

0-deg

©°  Lumens: 5036
Input Watts: 34W

4000K-HI.IES

Electronic Driver
Linear LED 4000K

Lumens: 6202

4000K-HI.IES

Efficacy: 148.1 LPW
Test Report: T4ARS-L3C3-NUV-

Input Watts: 44.2W
Efficacy: 140.3 LPW
Test Report: 24ARS-L3C3-NUV-

o Spacing criterion: (II) 1.26 x mounting
o height, (L) 1.28 x mounting height

24ARS-L3C3-NUV-4000K-HI

Spacing criterion: (1) 1.27 x mounting
height, (1) 1.29 x mounting height

T 100

45-deg 90-deg

0-deg

L~

200 %

A View IES files

22ARS-L3C3-NUV-4000K-HI
Electronic Driver

Linear LED 4000K

Spacing criterion: (1) 1.26 x mounting
height, (1) 1.27 x mounting height
Lumens: 4721

Input Watts: 33.8W

Efficacy: 139.7 LPW

Test Report: 22ARS-L3C3-NUV-
4000K-HI.IES
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https://www.webtools.cooperlighting.com/Public/Sites?request=IESFiles&loc=METALUX/RECESSED%20STATIC/Achieva%20Recessed%20Selectable

Metalux Achieva Selectable Troffer

Achieva product Specifications

Construction LED and Light Engine Compliance
+ Die formed of code gauge prime cold rolled steel in + Selectable Color temperature choices 3500K, 4000K, + IC rated for insulation contact
one-piece housing design and 5000K + cULus listed for damp locations
+ Four auxiliary fixture end suspension points + Selectable lumen output up to 6200 lumens, with + RoHS compliant
+ Integral formed one-piece housing improves choices of low, medium, high . Tested to IESNA LM-79 and LM-80
aesthetic design removing end plate light gaps + TM21 life at 60,000 hours up to L94 and calculated . Stated life tested to TM21 standards
- Integrated T-Grid clip design for screw installation to L70 exceeds 290,000 hrs. - DesignLights Consortium® Qualified and classified
the grid where required by code and in “earthquake” + Driver 120-347V Standard for DLC Standard and DLC Premium (refer to www.
zones ol
Finish designlights.org)
Integrated Controls - Powder Coat matte white Limited Warranty
+ Standard 0-10V dimming driver down to 5% * 90% reflective, matte white enamel finish + Five-year warranty standard. Optional ten year
* Integrated WaveLinx options provide wireless + Full fixture housing painted after fabrication warranty available.
individual fixture control and enable code
compliance, increased energy savings, grouping of Shielding
fixtures, and connection to WaveLinx control system - Smooth frosted ribbed polycarbonate IK06 rated
lens

+ Standard LED blended for wide area coverage

+ Replaces 2 through 4 lamp fluorescent wraps or low-
bay fluorescent linear fixtures

Dimensional and Mounting Details
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Metalux Achieva Selectable Troffer

The ARS with WaveLinx offers no-hassle lighting control with multiple luminaire level control

# Control Solutions \ solutions.
. . . WaveLinx PRO is a wireless lighting control solution, for connected spaces, that
+ WaveLinx LITE wireless Wavelinx significantly reduces a building’s energy consumption. From a single floor to an entire
. : : Digital Lighting campus, WaveLinx PRO connects more than lighting assets; it shares aggregated
WavelLinx PRO wireless ’ Cormé\ ’ sensor data with the WaveLinx CORE platform and other building systems, so
« WavelLinx CAT wired - Solutions building owners can improve operations, spaces environment, and tenants'
a . experience. WaveLinx PRO offers a rich portfolio of wireless devices, WaveLinx
+ WaveLinx Wired PRO-enabled luminaires, and an intuitive WaveLinx mobile app for office, education,
warehouse, and parking garage applications.
WavelLinx LITE is a cost effective, wireless digital lighting control solution, with
Integrated Sensor Coverage Pattern @eLinx out-of-the-box functionality, that saves energy and meets code. It's designed for
U applications that require occupancy-based, daylighting, or manual light control.
TOP VIEW: Customize installations for office, education, warehouse and parking garages using
¢ the secure, simple mobile app.
a5m g 8 . Add a hidden WaveLinx sensor
(i5FT) . With Integrated With Integrated
SIDEVIEW: WaveLinx gSensor WaveLinxg Node node (WPN, WLN) to your

space lighting design!

om __
©f Allows to:

2 am + Keeps luminaire aesthetics
WY RS « Connect fixtures without the
[(CUNEAN WAV realestate to include sensor
option such as downlights

0m|
of)

4.5m
05 sm  225m om 2.‘25fm 45m + Connect sealed fixtures
o (s 7S (0f) sy s without a standard sensor
(i5FT) | ((((r))) ((((I)))) option such as products for
clinical space.
Note: Installation of integrated sensors within 3-ft (1m) of HVAC air vents Int ted Controls Onti
is not recommended. The pattern shown is intended solely as a general AU SN AT IS
guide and is not to scale. Luminaire Level | Automatic
Out of the Box | Lighting Control | Dimming | Occupancy CCT
Option Functionality (LLLC) Photocell Sensing Control*
WLS X X X X
WLN X
WPS X X X
WPN X

Note: *WavelLinx utilizes scenes to allow users to change an area's fixtures Correlated Color
Temperature (CCT) and intensity using a commissioned wireless wallstation scene controller. To
enable CCT adjustments through WaveLinx, include WPS or WPN devices in addition to VividTune or
BioUp technologies for integrated fixture control. WPS with CCT controls the intensity of the fixture;

systems com parison Chart an additional, externally mounted control device is needed to control the CCT. See RSP-P-010-347

. . . . . . . . The WNPS option is available with WLS or WPS sensors. Must be specified when ordered. Also note
Cooper Lighting Solutions provides many lighting system solutions designed  that WLS and WPS are also compatible with ESP-L-010-347 and ESP-P-010-347, respectively. Learn

to satisfy code requirements and meet the unique needs of any project. more about WaveLinx EM here.
_ ﬁ l e i S Wl
o L~/ — &
Luminaire with Standalone Standalone Networked Enterprise
standalone Spaces Spaces Spaces WavelLinx
sensor WavelLinx LITE WavelLinx CAT WavelLinx PRO CORE
Occupancy Yes Yes Yes Yes Yes
Daylighting Yes Yes Yes Yes Yes
Wallistations - Yes Yes Yes Yes
Gateways - - - 1 WAC 300 WACs
Devices (MAX) - 40 per Area (1120 per space) 40 per Area 200 per WAC2 32,500 per CORE Enterprise
Software - WaveLinx LITE Mobile App WaveLinx CAT Mobile App WaveLinx Mobile App CORE
Areas - 28 per Space Unlimited 50 per WAC2 up to 3,000
Zones - 16 per Area 16 per Area 16 per Area up to 9,000
Scheduling = - - Local Global
VividTune™ - - - Yes Yes
Plug-Load Control - Yes Yes Yes Yes
Low-Voltage Power - - Yes Yes Yes
Integration - - - - BACnet, API
Dashboards - - - - Energy, Occupancy
Configuration - Installer Installer Technician Technician / IT
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https://www.cooperlighting.com/global/brands/wavelinx/lite
https://www.cooperlighting.com/global/brands/wavelinx/wireless
https://www.cooperlighting.com/global/brands/wavelinx/cat
https://www.cooperlighting.com/global/brands/wavelinx/wired
https://www.cooperlighting.com/global/brands/wavelinx
https://www.cooperlighting.com/global/brands/wavelinx/10002332/pro-universal-voltage-dimming-switchpack-rsp-p-010-347
https://www.cooperlighting.com/global/brands/wavelinx/emergency
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