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L1955

Description

BEAM CONCENTRATOR 

Concentrates beam of MR16/FL lamp to produce a 
well-defined round spot of light. Comes with three 
auxiliary round beam templates for choice of beam 
angle size.
For L1760, L1763, L2716, L2717, L2771 and L2740
Finishes: Black (MB)

L201

Description

ACCESSORY HOLDER

For L704 Economy Continental. Holds up to two
L200 Series color filters or one filter and one L272
Louver or L275 Cube Cell Louver.
Finishes: Black (MB)

L972

Description

C CLAMP ADAPTER

Can be mounted on pipe up to 2" diameter or any 
flat protruding surface. Complete with 6' 3-wire 
cord with 3-prong grounded plug.
Finishes: White (P) and Black (MB)

L973

Description

CANOPY ADAPTER

Mounts permanently to outlet box. 4-1/2"
square Not for use with electronic low voltage 
lampholders, HID lampholders or Para Track
lampholders except for the following: L2005,
L5038, L5300, L3240E, L3250E, L3255E
Finishes: White (P) and Black (MB)

L251

Description

ACCESSORY HOLDER

For use with L5130 to attach L1963 Barn Doors or
L200 Series UV/color filters or L275 Louver.
Finishes: Black (MB)

L351

Description

ACCESSORY HOLDER 

For use with L5138 to attach L1964 Barn Doors or
L300 Series UV/color filters or L277 Louver.
Finishes: Black (MB)

L917

Description

SLOPE ADAPTERS

Allows use of extension wands on sloped or 
cathedral ceilings. 0°-90°.
Max Extension: 4-3/4" (121mm)
Finishes: White (P) and Black (MB)

L918, L936, L948

Description

L918 EXTENSION WAND 18" [457mm]
L936 EXTENSION WAND 36" [914mm]
L948 EXTENSION WAND 48" [1219mm]
Note: Not For Use With Lazer Track Lampholders
For use with most lampholders (excluding 
those with integral electronic transformers, HID 
lampholders except L5300 or some Para Trac 
[L3218, L3232, L3239] lampholders) and track. May 
also be used with L2001 Solid State Adapter, L967 
or L968 Switches or, with L963, in 4 Circuit Track.
Finishes: White (P) and Black (MB)

L1973

Description

LOW VOLTAGE CANOPY ADAPTER

Allows use of L2001 and L2004 Solid State Adapter
or lampholders with integral solid state transformer
in canopy mount installations. Also for use with 
L3218, L3232, L3239, L5300, L5130 and L5138. 
Mounts permanently to junction box. 5 3/8" sq.
Finishes: White (P) and Black (MB)

L1974

Description

WEIGHTED BASE ADAPTER

For portable use. May also be used with L2001 
and L2004 Adapter and low voltage lamphold-
ers. Padded base 5-3/8" square. Complete with
6' 3-wire cord with 3-prong grounded plug. Rotary 
on/off switch.
Finishes: White (P) and Black (MB)
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